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MODEL# Voltage Output type Output Connections 

 

STT-1 

 

24VDC 

Monitored 
Redundant 

NO-NO 

Series connected sourcing output 

 

STT-2 

 

24VDC 
Monitored 
redundant 

NO - NC 

Complementary sourcing outputs 

24VDC N.O. out

N.C. out

24VDC N.O. out

Ordering info 

Easy installation 

2.25"

2.00" 2.50"

Standard 30.5mm button footprint 

CIECO’s Saf-T-Touch  buttons can be 

used in applications such as two hand 

palm button stations or anywhere an  

ergonomic touch button is desired. 

 Diverse dual sensing technology prevents inadvertent actuation from false triggering  
        sources. 
 
 Redundant processors with dual monitored outputs designed for control reliable operation. 
 
 Ergonomic no force actuation dramatically reduces carpal tunnel syndrome and hand  
        fatigue in repetitive operations. 
 
 Industry standard 30.5mm hole mounting. 
 
 Indicators provide for easy troubleshooting and output status. 
 
 Operational while wearing most types of gloves. 
 
 Designed with Electro Magnetic Compatibility (EMC) for superior noise immunity against                  
  external radiated and conducted  noise. 
 
 Solid state outputs eliminate the need to replace buttons due to worn relays. 
 
 Pluggable terminals provide for easy wiring and installation. 

Call or visit our web site today! 
Inc. 


